THE IE-33 REVEALED. 


I. 



IE-33 SPECIFICATIONS AND FEATURES 

FUNCTIONS: 

• Real Time Analyzer 

• Sound Pressure Level Meter 

• Seat-To-Seat SPL 

• Strip Chart Recorder 

• Polarity Checker 

• Oscilloscope: Standard and XY 

• Signal Generator 

REALTIME ANALYZER: 

FFT based with: 

• 1/1,1/3,1/6 Octave bands from 25 Hz to 20 kHz on ISO centers 

• Max Resolution of 1024 data points 

• Max Res Display: 240 frequency data points 

(much greater than 1/2 octave) 

• Display can be "v/eighted" with A, C, or Flat filters 

• Accuracy +/- O.SdB 

• Adjustable display decay 

• Peak-detect and hold 

• Frequency detection display 

• Continuous, solid-bar or LED style display 

• Continuous or Individual Sample Averaging 

• NC 

SOUND LEVEL METER: 

• Response modes: Fast, Slow, Impulse, Peak 

• Display: Four-digit readout with 0. IdB resolution 

• Selectable filter weighting: A, C, Flat 

• Octave bandwidths @ 2S0Hz, I kHz, 2kHz, 4kHz. 

• Meets ANSI S 1 .4- 1 983 Type 2 with supplied microphone; Type I 

with optional Type I microphone preamp and capsule. 

SEAT-TO-SEAT: 

• Seat-to-seat SPL measurement 

• Absolute, Relative and Min/Max 

STRIP CHART RECORDER: 

• Amplitude vs time 

• Recording time: Continuous to 8 hours 

• Data can be stored to a file 


POLARITY CHECKER: 

• Built-in pulse generator 

• Electrical and Acoustic input/output 

SIGNAL GENERATOR: 

• Sine wave 

• Square wave 

• White Noise 

• Pink Noise 

MICROPHONE: 

Supplied microphone (Type 2): 

• Element: Electret Condenser 

• Directional Pattern: Omni directional 

• Frequency Response: 20 Hz to 20 kHz 

• Remotable with optional cable 
Optional microphone (Type I): 

• Ivie IE-2P preamp/power supply 

• Ivie I 1 33 or I 1 34 mic capsule 

• Element: Air Condenser 

• 200 Vdc Polarization 

• Directional Pattern: Omni directional 

• Frequency Response: 10 Hz to 20 kHz 

MEMORIES: 

• 9 Temporary or "Scratch" 

• I "Preferred or offset" 

• I Subtraction 

• I Peak 

• Single button push to save a memory 

All temporary memories can be named and stored as standard tab 
delimited files. The maximum number of files is limited only by 
available memory on the Pocket PC. 

Memories are stored at maximum resolution (1024 data points) 
regardless of RTA resolution setting. 

MECHANICAL: 

• Height: 5.3 in, 1 35 mm 

• Width: 3.3 in, 84mm 

• Depth: 1.8 in, 19 mm 

• Weight: I lb 7 oz (2.6 kg) 

ELECTRICAL: 

• Input 

• Output 

• Signal Generator 

ENVIRONMENTAL: 

Temperature Range: 

• Operating: 32 to 104 RO to 40 C 

• Non-operating: -22 to 140 F, -30 to 60 C 
Relative Humidity: 

• Operating: 10 to 90% 

• Non-operating: 1 0 to 90% 
Maximum Altitude: 

• Operating: 0-1 5,000 ft, 14.7 to 1 0.1 psia 

• Non-operating: 0-15,000 ft, 14.7 to 10. 1 psia 

THERE'S ALWAYS MORE TO COME! 

The IE-33 software is continually evaluated and upgraded. Numerous 
free enhancements will continue to be added to the software to 
enhance the versatility and focus of the IE-33. More extensive software 
enhancements may require a purchase. 
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Ivie reserves the right to change, augment, enhance, modify, add features, etc. to the IE-33 software without prior notice. 


